Tools and Equipments FY 2018-2019
	SL.No
	Tools and Equipment
	Specification
	Diagram
	Rate

	1. 
	Pedestrial Drilling machine vice 
	Cast iron, hardened and ground steel jaws with horizontal and vertical V’ slots, knurled handle.
Approx. Dimensions:
Width of jaws = 80mm
Depth of jaws =30mm
Opening of jaws= 60mm
	[image: Image result for Pedestal drilling machine vice]
	

	2. 
	Valve Spring compressor 
	As per sample 
	[image: https://ff3d8e6495061f28a832-a7869bbdcfcea96a643a5d6aa79482f7.ssl.cf1.rackcdn.com/enlarged/08-0247.jpg]
	

	3. 
	Flared Nut spanner Set  
	6-32mm
	[image: http://www.teng.co.uk/media/catalog/product/cache/1/image/9df78eab33525d08d6e5fb8d27136e95/5/6/56_5.jpg]
	

	4. 
	Tool box with trolley (Heavy duty)
	As  per sample 
	

	

	5. 
	Tool box (light duty)
	
	[image: http://ag.ky.gov/SiteCollectionImages/redtoolboxopen.jpg]
	

	6. 
	Valve lapping stick 
	
	[image: http://www.partsnmore.com/images/parts/480/35-0059.jpg]
	

	7. 
	Two arm puller 
	120x100mm
	

	

	8. 
	Two arm puller 
	160x150mm
	
	

	9. 
	Two arm puller 
	250x200mm 
	
	

	10. 
	Vise Grip pliers 
	As per picture 
	

	

	11. 
	Bearing puller set 
	As per picture 
	

	

	12. 
	Center punch 
	
	[image: https://img0.etsystatic.com/000/0/5755233/il_fullxfull.194603966.jpg]
	

	13. 
	Straight edge
	Polished hardened steel, rust resistant finish, one beveled edge, one square edge, not graduated. Approx. dimension: 1000mm Length: 40mm Thickness: 5mm
	
	

	14. 
	Tubeless tire repair kits
	
	[image: http://m4.uxcell.com/photo_new/20080602/c/ux_a08060200ux0232_ux_c.jpg]
	

	15. 
	Tire pressure gauge with inflating nozzle 
	
	[image: http://toolmonger.com/wp-content/uploads/2009/02/inflator.jpg]
	

	16. 
	Fiber Measuring tape (Close case)
	30meters 
	[image: Closed Case Fibre Measuring Tape]
	

	17. 
	Universal oil seal puller 
	
	[image: http://thumbs2.ebaystatic.com/d/l225/m/m8gD8WGD41OmIxVvKdYVZhg.jpg]
	

	18. 
	12V DC tester 
	
	[image: http://img.dxcdn.com/productimages/sku_109589_1.jpg]
	

	19. 
	Flexible magnetic pick up tools
	
	

	

	20. 
	Petrol engine Compression Tester with adapter (16mm adapter)
	
	
	

	21. 
	Diesel engine compression tester with adapter 
	
	
	

	22. 
	Hydraulic transmission jack 
	
	
	

	23. 
	
	
	
	

	24. 
	DE spanner set 
	6 to 22mm 
	
	

	25. 
	Ring Spanner set 
	6 to 22mm
	
	

	26. 
	Socket wrench 
	8 to 32mm 
	
	

	27. 
	Combination Spanner 
	6 to 22mm 
	
	

	28. 
	Combination pliers
	
	
	

	29. 
	Long Nose pliers 
	
	
	

	30. 
	Screw driver Phillips 
	set
	
	

	31. 
	Screw driver Flat 
	
	
	

	32. 
	Allen Key set 
	
	
	

	33. 
	Cold patch stretcher 
	
	
	

	34. 
	Tire Lever 
	
	
	

	35. 
	Drill bit set 
	
	
	

	36. 
	Concrete drill bit set 
	
	
	

	37. 
	Feeler gauge 
	
	
	

	38. 
	Concrete Drilling machine 
	
	
	

	39. 
	Ammeter 
	
	
	

	40. 
	Volt Meter 
	
	
	

	41. 
	Digital Multi-meter
	
	
	

	42. 
	File brush 
	
	
	

	43. 
	Coil spring compressor 
	
	
	

	44. 
	Chisel 
	
	
	

	45. 
	Plastic hammer 
	
	
	

	46. 
	Ball peen hammer 
	
	
	

	47. 
	Nozzle valve key (L-shape)
	
	
	

	48. 
	Letter punching tools 
	(A to Z)
	[image: http://www.torque-it-up.com.au/wp-content/uploads/2012/05/detail_lowstressrange-19-279x300.png]
	

	49. 
	Oil Can 
	
	

	

	50. 
	Paint spray Gun 
	
	

	

	51. 
	Measuring Tape 
	5 Meters 
	
	

	52. 
	Spark plug socket 
	16mm
	
	

	53. 
	Spark plug socket 
	18mm
	
	

	54. 
	Spark plug socket
	20 mm
	
	

	55
	High speed cutter
	Size:-Length 560x width 285x height 640 rotation speed- 3800rpm, Grinding wheel diameter- 305mm, Power supply- single phase 100V & 1450W, Code length- min. 2.5m.
	
	

	56
	Star Allen key
	T-Handle Allen Hexagonal 9pcs/set
	
	

	57
	Magnetic base for dial gauge
	With three energized sides, permanent magnet types, push-button for on and off, supplied with dial holding rod, clamp and universal swivel with indicator attachment.
Approx. size of base: 50x50x40mm height: 230mm
	
	

	58
	Dial gauge
	Dial and bezel rotatable through 360 deg. For zero settling: spindle rack and pivot of stainless steel: contact point hardened and ground; with fixing lug; supplied in fitted case. Range: 10mm Graduation: 0.01mm Reading:0-50-0 Approx. dial dia. 60mm
	
	

	59
	Surface plate
	Cast iron, planed on top and four sides, strongly ribbed heavy pattern. Approx. size: 500x600mm
	
	

	60
	Vernier caliper
	With metric and inch graduations, for inside, outside and depth measuring, knife edge jaws, measuring faces hardened and ground, rust resistant finish, supplied in fitted case. Capacity: 0-300mm Reading: (1/128 inch) 0.05mm
	
	

	61
	Steel Ruler
	With metric and inch graduations, stainless steel with rust resistant finish. Length: 30mm
	
	

	62
	Steel Ruler
	With metric and inch graduations, stainless steel with rust resistant finish. Length: 100mm
	
	

	63
	Feeler gauge set
	Set of 13 tappered blades, made from steel hardened and ground, etched thickness on each blade, folding- in steel case. Approx. Length of blades 100mm Blade thickness: 0.05 to 1.00mm
	
	

	64
	Heavy duty jumper cable
	Heavy duty 6 gauges, 400amps, 16ft, copper jaw, supplied with both positive and negative cable.
	
	

	65
	Battery clips
	75amps steel copper plated, to supplied in set(negative & positive)
	
	

	66
	Connecting rod aligner
	For checking straightness of connecting rods for passenger cars and light trucks, supplied with one or two bending bars to correct distortion. Approx. dimensions: Min. con rod dia: 35mm. Max. co. rod dia: 70mm
	
	

	67
	Transmission jack 
	Manually operated hydraulic transmission jack, high lifts, with four-castor wheels, tilting lifting head for accurate alignment, overload safety valve, complete with special transmission support cradle and safety chain. Approx. Lifting capacity: 2.5KN Min. height: 1200mm Max height: 1900mm
	
	

	68
	Valve spring compressor
	Adjustable C-clamp type with hardened interchangeable straight jaws. Approx. capacity 50 to 225 mm
	
	

	69
	Piston ring compressor set
	Set of 3 piston ring compressors, ratchet type complete with key. Approx. clamping dia: 40 to 75 mm, 60 to 125mm, 90 to 175mm
	
	

	70
	Piston ring expander
	Set of 2 piston ring expanders, for installing and removing piston rings, chrome or nickel plated. Approx. capacity 50 to 100mm
	
	

	71
	Test lamp
	With built-in light indicator and needle test probe of steel with protection cap suitable for testing DC volt up to 6V to 24V electrical system on vehicles, complete with approx. 500mm cable and crocodile clip.
	
	

	72
	Venire caliper
	With metric and inch graduations, for inside, outside and depth measuring, knife edge jaws, measuring faces hardened and ground, rust resistant finish, supplied in fitted case. Capacity: 0-150mm Reading: (1/128 inch) 0.05mm,
	[bookmark: _GoBack]
	

	73
	Timing Light
	
	
	

	74
	DICISPOT SET
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