Tools and Equipments 2021-2022
	SL.No
	Particular(s)
	Specification
	Sample Image
	Rate

	1. 
	Valve Spring compressor 
	As per sample 
	[image: https://ff3d8e6495061f28a832-a7869bbdcfcea96a643a5d6aa79482f7.ssl.cf1.rackcdn.com/enlarged/08-0247.jpg]
	

	2. 
	Flared Nut spanner Set  
	6-32mm
	[image: http://www.teng.co.uk/media/catalog/product/cache/1/image/9df78eab33525d08d6e5fb8d27136e95/5/6/56_5.jpg]
	

	3. 
	Tool box (light duty)
	
	[image: http://ag.ky.gov/SiteCollectionImages/redtoolboxopen.jpg]
	

	4. 
	Two arm puller 
	120x100mm
	

	

	5. 
	Two arm puller 
	160x150mm
	
	

	6. 
	Two arm puller 
	250x200mm 
	
	

	7. 
	Vise Grip pliers 
	As per picture 
	

	

	8. 
	Bearing puller set 
	As per picture 
	

	

	9. 
	Center punch 
	
	[image: https://img0.etsystatic.com/000/0/5755233/il_fullxfull.194603966.jpg]
	

	10. 
	Straight edge
	Polished hardened steel, rust resistant finish, one beveled edge, one square edge, not graduated. Approx. dimension: 1000mm Length: 40mm Thickness: 5mm
	
	

	11. 
	Tire pressure gauge with inflating nozzle 
	
	[image: http://toolmonger.com/wp-content/uploads/2009/02/inflator.jpg]
	

	12. 
	DE spanner set 
	6 to 22mm 
	
	

	13. 
	Ring Spanner set 
	6 to 22mm
	
	

	14. 
	Socket wrench 
	8 to 32mm 
	
	

	15. 
	Combination Spanner 
	6 to 22mm 
	
	

	16. 
	Combination pliers
	7”
	
	

	17. 
	Long Nose pliers 
	
	
	

	18. 
	Screw driver Flat 
	
	
	

	19. 
	Allen Key set 
	
	
	

	20. 
	Cold patch stretcher 
	
	
	

	21. 
	Tire Lever 
	
	
	

	22. 
	Drill bit materials set 
	
	
	

	23. 
	Concrete drill bit set 
	
	
	

	24. 
	Feeler gauge 
	
	
	

	25. 
	Concrete Drilling machine 
	
	
	

	26. 
	Digital Multi-meter
	
	
	

	27. 
	File carbon brush 
	
	
	

	28. 
	Coil spring compressor 
	
	
	

	29. 
	Chisel 
	
	
	

	30. 
	Plastic hammer 
	
	
	

	31. 
	Ball peen hammer 
	
	
	

	32. 
	Nozzle valve key (L-shape)
	
	
	

	33. 
	Paint spray Gun 
	
	

	

	34
	Star Allen key
	T-Handle Allen Hexagonal 9pcs/set
	
	

	35
	Magnetic base for dial gauge
	With three energized sides, permanent magnet types, push-button for on and off, supplied with dial holding rod, clamp and universal swivel with indicator attachment.
Approx. size of base: 50x50x40mm height: 230mm
	
	

	36
	Dial gauge
	Dial and bezel rotatable through 360 deg. For zero settling: spindle rack and pivot of stainless steel: contact point hardened and ground; with fixing lug; supplied in fitted case. Range: 10mm Graduation: 0.01mm Reading:0-50-0 Approx. dial dia. 60mm
	
	

	37
	Surface plate
	Cast iron, planed on top and four sides, strongly ribbed heavy pattern. Approx. size: 500x600mm
	
	

	38
	Feeler gauge set
	Set of 13 tapered blades, made from steel hardened and ground, etched thickness on each blade, folding- in steel case. Approx. Length of blades 100mm Blade thickness: 0.05 to 1.00mm
	
	

	39
	Heavy duty jumper cable
	Heavy duty 6 gauges, 400amps, 16ft, copper jaw, supplied with both positive and negative cable.
	
	

	40
	Battery clips
	75amps steel copper plated, to supplied in set(negative & positive)
	
	

	41
	Connecting rod aligner
	For checking straightness of connecting rods for passenger cars and light trucks, supplied with one or two bending bars to correct distortion. Approx. dimensions: Min. con rod dia: 35mm. Max. co. rod dia: 70mm
	
	

	42
	Valve spring compressor
	Adjustable C-clamp type with hardened interchangeable straight jaws. Approx. capacity 50 to 225 mm
	
	

	43
	Timing Light
	
	
	

	44
	DICISPOT SET
	
	
	

	45


















	Plastic gauge
	
PL-A Plastigauge For measurements of 0.001” – 0.007” (0.025mm-0.175mm)
PL-B Plastigauge For measurements of 0.004” – 0.010” (0.100mm-0.250mm)
PL-C Plastigauge For measurements of 0.007” – 0.020” (0.175mm-0.500mm)
PL-D Plastigauge For measurements of 0.020” – 0.040” (0.500mm-1.00mm)
PL-E Plastigauge For measurements of 0.030” – 0.070” (0.75mm-1.75mm)
PL-X Plastigauge For measurements of 0.018mm – 0.045mm
	[bookmark: _GoBack][image: Image result for plastigauge]
	

	46
	Valve spring tension tester 
	
Valve Spring Tester, Bench/Vise Mount, 0-700 lbs/in. Range, 2 in. Diameter, 4 in. Height,

	[image: Image result for valve spring tension tester]
	

	47
	Digital Venire caliper
	Stainless steel hardened
Switchable from mm to inch
Measuring range from 0-150mm
Zeroing in any position
Measurement beak finely smoothed and lapped
Large LCD display (digit height 9mm)
Can be used with or with thumb roller 
In sturdy protective case

	[image: Image result for Stainless steel digital vernier caliper]
	

	48
	Combination Ratchet spanner, Reversible 
	· High quality slim style Chrome Vanadium steel spanners
· hardened, tempered and mirror finished for corrosion resistance
· 72-Tooth Wall Drive ratchet ring, giving ultra-smooth ratchet action requiring only 5° rotation to pick up the next tooth
· Contents: 8, 10, 12, 13, 14, 17, 19mm
· Supplied on deluxe storage rack

	[image: Image result for combination ratchet spanner]
	

	49
	Thread Pitch gauge 
	Thread type: For metric and whit worth threads 
Blades: 48
Measuring range: Pitch 0.25-6.00mm
Graduation:
combo Art.-Nr. 47 1012 + 47 1010 for internal and external measurements of threads
	
	

	50
	Wire striping pliers 
	
	
	

	51
	Chain Grip oil filter wrench 
	Locking Chain Clamp Chain holds and locks around any shape or size. Screw to adjust pressure and fit work and remains in adjusted position for repetitive use. Constructed of high-grade heat-treated alloy steel for strength and durability. Classic trigger release provides maximum locking force. Jaw Capacity: 18” (455mm) Size: 9” (255mm).
	[image: Image result for chain grip wrench]
	

	52
	Separator and puller set 
	· Application: To remove gears, pulleys, bearings, steering wheels, etc.
· INCLUDING: 2” and 3” size separators, 5” puller cross-bar, 6-1/4” lead screw, etc.
· VERSATILE: Separator tools are used with bar puller and legs for a wide variety of pulling jobs. The 5” puller cross-bar with a 6-1/4” forcing screw or each of the bearing separators 
· MATERIAL: Drop forged and heat treated steel.
· EASY STORAGE: Supplied with molded case for safe & easy transport and storage, size: 13.6’’Lx10.6’’Wx3’’H. 

	[image: Image result for Separator and puller set]
	

	53
	Sliding Hammer 	
	· Heavy duty 10 lb. Slide Hammer on Steel Shaft 
· Pullers fit 4, 5 and 6 bolt patterns for use on most domestic and imported cars and light trucks.
· Easily removes front wheel hubs and flange type rear axles.
· Axle and Hub Pulling Adapter accepts other 5/8”-18 female threaded pulling attachments.
· Components includes; Axle & Hub Pulling Adapter, Rear Axle Pulling Yoke, Front Wheel Hub Puller, Slide Hammer, Slide Shaft, Hand Grip.
· Includes Forcing Screw and Hex Nut.
	[image: Image result for Sliding hammer]
	

	54
	Ball joint puller 
	Pulling range: up to 50 mm
High-alloyed forged steel

When removing the track rods and the carrier joints on the front axle, this puller is used to pull out the ball joints.

	[image: Image result for ball joint puller]
	

	55
	Universal Ball joint puller 
	
	
	

	56
	Spark plug gauge 
	
	
	

	57
	Thread file
	
	
	

	58
	Tap and Die set 
	Thread fitting for inch and metric threads
Material: Carbon steel, Tungsten steel with storage box
Tap and Die Case size: 400x400mm

Per size 1 x Tailor trimmer and main cutter
For each size 1 x thread cutter After-finished cutter
1 x cutter for external thread
Included sizes for metric threads:
M2 x 0.4
M3 x 0.5
M4 x 0.7
M5 x 0.8
M6 x 1.0 – M6 x 0.75
M7 x 1.0 – M7 x 0.75
M8 x 0.75 – M8 x 1.0 – M8 x 1.25
M9 x 0.75 – M9 x 1.0 – M9 x 1.25
M10 x 0.75 – M10 x 1.0 – M10 x 1.25 – M10 x 1.5
M11 x 0.75 – M11 x 1.0 – M11 x 1.25 – M11 x 1.5
M12 x 0.75 – M12 x 1.0 – M12 x 1.25 – M12 x 1.5 – M12 x 1.75
M14 x 1.0 – M14 x 1.25 – M14 x 1.5 – M14 x 2.0
M16 x 1.0 – M16 x 1.5 – M16 x 2.0
M18 x 1.5
 
Package Includes :

1 x cutting edge holder M25 (1 “), length 200mm
1 x cutting edge holder M38 (1 1/2 “), length 270mm
1 x taps holder M3 to M12 (1/16 “to 1/2”), length 190mm
1 x taps holder M6 to M20 (1/4 “to 3/4”), length 305mm
1 x T-holder for taps
1 x case for storage
	[image: Image result for die and tap set thread cutting]
	

	59
	Bolt extractor 
	5 pcs Screw Extractor Set.
High quality group of pillar extraction apparatus through professional Anti clockwise twist design.

Material: hard alloy steel
Sizes:1/8”-1/4”, 1/4”-5/16”, 5/16”-7/16”, 7/16”-9/16” and 9/16”-3/4”
(M3-M6, M6-M8, M8-M11, M11-M14, M14-M18)
	[image: Image result for bolt extractor set]
	

	60
	Special Strap wrench 
	With chrome vanadium handles and strap for removing oil filters. 
	
	

	61
	Drain plug wrench 
	Set of 2 universal wrenches for gear box, differential and engine drain plugs, supplied wrenches with handle hexagon, square, slotted and recessed square plugs. Approx. length 230mm. 
	
	

	62
	Suction up lifter with 2 cup 
	When it comes to moving smooth and even large glass, QEP’s Double Suction Cup mover can’t be beat. It features non-marring suction cups capable of holding up to 88 lbs. and over-sized lever grips which makes suctioning to surfaces easy. Grasp-and-release handle for easy use.Rigid medal body is constructed out of ecibelm

	[image: Image result for Suction cup lifter with 2 cups]
	

	63
	Digital micro meter 
	· Coolant Proof Micrometers MDC-MX Series
· IP65 protection level, enabling use in environments exposed to cutting oil, etc. Anti-corrosion treatment is required after use.
· Measurement data output function is available with a water-resistant connection cable.
· Auto power ON/OFF function.
· Certificate of inspection is included.
(50mm/2” or fewer range models) It is not the type used to obtain
calibration certificates.
· With a standard bar except for 0-25mm/0-1” model.
· Supplied in fitted case. Plastic case up to 150mm/6”,
Wooden box over 150mm/6”

	[image: Image result for Digital micrometer]
	

	64
	Hydraulic floor jack with trolley
	3.5 ton, operated hydraulic trolley jack, with two caster and two fixed wheels, solid steel saddle, overload safety valve.
	[image: Image result for Hydraulic floor jack]
	

	65
	Hydraulic floor jack with trolley 
	5 ton, operated hydraulic trolley jack, with two caster and two fixed wheels, solid steel saddle, overload safety valve. 
	
	

	66
	Hydraulic floor jack with trolley
	10 Ton, operated hydraulic trolley jack, with two caster and two fixed wheels, solid steel saddle, overload safety valve.
	
	

	67
	Garage Creeper 
	Garage Creeper – standard
Six Wheels with Bearing Castors
Handy Tool Compartment
Cushion Headrest
Lightweight
Comfortable ergonomically shaped body
Package Size    940X430X80mm
	[image: Image result for Garage creeper]
	

	68
	Cable extension reel 
	40m, single-phase extension approved for outdoor use, with strong cable drum, manual rewinding, floor stand, two or three earth socket, supplied with approx. 40 meter insulated 3-core cable for min. 10A and 5 cable plugs to match the outlet socket 
	
	

	69
	Electric sanding machine 
	Double insulated with overload protection, suitable for fibre abrasive disc, complete with backing pad, side handle, 3m rubber cover cable. 
	
	

	70
	Low-lift Trolley 
	10 ton, Manual operated hydraulic low lift pallet trolley, with profile forged forks and frame suitable for full size euro pallets (1200x800mm), draw bar with 180 deg. Movement and fitted with two large nylon wheels,  double solid wheels on each fork for easy transportation of heavy load. 
Min. Height = 85mm
Max. Height = 190mm 
	[image: ]
	

	71
	Heavy duty geared engine stand 
	· Four wheels with brake mechanism makes it stable during engine rebuild.
· Suitable for all kinds of engines. 
· It also can be disassembled and mounted on a bench for other functional use. 
· Gear-type drive makes it 360 degrees rotatable to offer every angle of position for maintenance.
· For the professional workshop.
· Designed oil catch pan, along with its sleek design will make you customer feel his engine is in good hands.
· WEIGHT CAPACITY – 300kg

	[image: Image result for Engine stand]
	

	72
	Grease lubricating pneumatic pump
	Pneumatic operated type, for dispensing heavy grease, consisting of pneumatic pump fitted to a drum lid to be secured by three thumb screws to a standard 50 kg lubricant drum, complete with approx. 2m high-pressure hose fitted with universal swivel control valve and hydraulic connector, supplied with a drum trolley with two solid rubber wheels and push handle. 
Operating pressure: 3 to 10 bar. 
Pressure ratio 45:1 
	[image: Image result for Grease lubricating pneumatic pump]
	

	73
	Scrapper 
	Stamped blade
Fine-polished, flexible carbon steel
Glazed beech handle
Blade width: 30-120mm
	[image: Image result for Scraper]
	

	74
	Car fender cover
	
	
	

	75
	Nut driver with T-handle 
	With hanging hole
Head depth 25mm
Supplied with socket size from 8, 9, 10, 12, 14mm
Handle length of 269mm
	[image: Image result for Nut driver with T-handle]
	

	76
	Multi fitting master key unit 
	Supplied with bit insert: slotted head 1.0x7mm and cross-slotted head PH2 with adapter for ¼” bit
5mm square for radiator valve
Female square 5, 6, 7, 8mm 
Female three-square 9mm
Two-way key 3-5mm

	[image: Image result for Multifitting master key unit]
	

	77
	Hex Bit Socket Set

	Sturdy Steel box to keep tools together and safe from damage.
For in-hex screws.
In Gedorit blue sheet steel box.
Dimensions 281mm x 79mm x 35mm.
5mm, 6mm, 7mm, 8mm, 9mm, 10mm, 12mm, 14mm, 17mm.
	[image: Image result for Screwdriver hexagonal bit socket]
	

	78
	Gas cylinder trolley 
	For oxygen and acetylene cylinders, all steel welded construction with solid rubber tyres and securing chain. 
Approx. Dimension:
Height: 1100mm
Dia. Of wheel: 270mm

	[image: Image result for Gas cylinder trolley]
	

	79
	Welder apron 
	
	
	

	80
	Welder chipping hammer 
	
	
	

	81
	Carbon brush 
	
	
	

	82
	Pop riveter set
	Pliers type with plastic coated handles, complete with 4 interchangeable nozzles for the following sizes: 
Pop rivet dia: 2.4, 3.2, 4.0 and 4.8mm
Approx. Length: 250mm
	[image: C:\Users\User\AppData\Local\Microsoft\Windows\INetCache\Content.MSO\E0AD6323.tmp]
	

	83
	Valve grinding stick 
	With rubber suction cups and wooden handle.
Approx. cup dia. 20 and 30mm
Approx. Length 275mm
	
	

	84
	Timing light 
	With advance control, for ignition timing and checking of ignition advance mechanism, having flash tube with bright light and calibrated scale, suitable for 12 volt system: complete with all necessary lead including inductive clamp-on probe. 
Approx. Specification: 
Ignition spark advance 0 to 60 degree. 
	
	

	85
	Engine hoist  
	· Heavy Duty Engine Hoist that works great for lifting Large Engines, Shop Equipment, Machinery, Etc
· The extended boom reaches 87 in. high from the bottom of the chain to the floor
· (2) 4in Steel Rear 360 Degree Casters, (2) 6in. Steel Front Wheels
· Capacity: 5 ton 
· Frame made from .145in. Thick High Grade Premium Steel

	[image: Image result for Engine hoist]
	

	86
	Argon Gas with cylinder 
	· For Mig welding purpose, to weld stainless steel, MS steel, aluminum. 
	
	

	87
	Mig welding filler rod 
	
	
	

	88
	Electric Impact Wrench 
	500N.m 3200r/min lithium Battery Brushless motor Socket wrench Electric Impact Wrench with cordless wrench Drill
Brushless motor 16.8Ah/19.8Ah lithium Battery Socket wrench. Drive cordless impact wrench is used for tightening or loosening nuts and bolts, automotive repair, body shop maintenance and other applications. 
High-capacity, Lithium-Ion slide battery with charger. Electric brake that stops rotation of the tool immediately when the trigger is released to reduce work time for continuous jobs. 
Supplied with1 Impact Wrench, 1 Battery, Sockets,1 Battery Charger, 1 User Manual and 1 Carry Case

	[image: Image result for Electric impact wrench  with socket]
	

	89
	6 Drawer Tool Box Cabinet
	· Number of Drawers: 6
· Lock System: Tubular Cam-Lock
· Colour: Blue
· Material: High Tensile Powder Coated Steel
· Wheels: 4 x Casters (2 x Caster Locks)
IN THE BOX
· 1x Bullet 6 Drawer Tool Box Cabinet
· 2x Tubular Cam-Lock Keys
· User Manual
· Product Dimensions (L x W x H): 62 × 33 × 71 cm

	[image: Image result for Tools box with trolley]
	

	90
	Car Polishing Grinding machine
	
· STRONG POWER & LOW DECIBEL – 1500W 7AMP Head-mounted Motor provides maximum torque and a light body of 3.7KG make your work efficient; low ecibel design make less noise
· VARIABLE SPEED & LED DISPLAY – the variable 6 speeds allows you to choosing the most fitting sanding speed for your work; onboard digital screen and LED indication show the current RPM for accuracy; Separate acceleration and deceleration soft start buttons achieve a more direct control
· D-HANDLE & SIDE HANDLE – the handles make it convenient for you to work in various work environment; 
· WIDE APPLICATION – together with the wool disc and 120 grit sanding disc, the sanding machine can be used on car, boat, home appliance, furniture, adding brightness of glass, applying glazes, sealants and wax
	[image: ]
	

	91
	Gravity feed spray gun
	
	
	

	92
	Digital balance
	· Display: Red LED
· Pan: Stainless steel dia 100 mm
· Power: 12 volt AC adapter
· Built in re-chargeable battery
· Air shield case optional
· RS 232 & dual display optional.
	[image: Image result for Digital balance]
	

	93
	Grinding machine
	
	
	

	94
	Bonder container
	
	
	

	95
	Random orbit polisher machine
	
	
	

	96
	Putty spreader (4/8 inches).
	
	
	

	97
	Steel scale (30 cm )
	
	
	

	98
	Color code instructional sheets.
	
	
	

	99
	Paint ratio mixing jar
	
	
	

	100
	Polisher wheel
	
	
	

	101
	Random orbit polisher wheel
	
	
	

	102
	Spot welding machine 
	Welding method: Spot welding
Input voltage: 2 phase 380V/220V
Frequency: 50Hz/60Hz
Rated power: 23KVA
Floating voltage: 6-12V
Welding current: 200-9900A to chose
Adjustable gear: 1-7
Automatic working time: 0.1-2.5S

1. Automatic main voltage monitoring
2. The welding gun and supply connection.
3. Overheating protection
4. High precision time and power adjustment system
5. Complete with triangle washers for dent pulling
6. Various welding methods are available such as shrinking, washer welding, dent pulling, spot welding, flattening, wavy wire welding, stud welding, OT washer welding, triangle washer welding etc
7.  Digital display
8. Large pulling hammer with pneumatic sucker, Multi- puller spot welding puller and waveform wire welding
	[image: Image result for Spot wedling machine with puller]
	

	103
	Dent puller sliding hammer and accessories 
	Self-tapping reversible sheet metal screw does not need a starter hole in the dent area
A highly versatile tool with slide-action reverse hammer
	[image: prodcut-image]
	

	104
	Gas welding torch (Double)
	Weld Up to 8.5mm Thickness (Mild Steel)
Forged Brass Shank, Heavy Duty, Control Knob Red for Acetylene and Blue for Oxygen, Tips Swaged Copper
	[image: ]
	

	105
	Oxygen /Acetylene hose pipe
	Unit length: 5m 
Size: 2”-3”
Material: fiber reinforced rubber 
	[image: ]
	

	106
	Gas welding regulator(oxygen & acetylene
	

	[image: ]
	

	107
	Flashback arrestor
	· Built-in check valve prevents the reverse flow of gas
· Requires no manual reset
· Easy to install – attaches to standard “B” fittings
· High quality brass construction, case is rugged and corrosion resistant

· Product Dimensions: 8.3 x 3.8 x 0.6 inches

	[image: Image result for Gas welding flashback arrestor]
	

	108
	Portable ARC welding machine
	Rated Input Voltage(V) :  1phase,220±15%
Input Frequency(Hz) :  50/60
Rated Input Power(KVA):  6.5
No-load Voltage(V) : 56
Rated Output Voltage(V) :  28.3
Output Current Range (A) : 20-200
Duty Cycle(%):  60%
Efficiency(%):  85
Insulation Class:   F
Protection Class:  Ip23
N.W.(Kg):  4.0
Electrode Diameter(mm)  : 1.6-3.2
 
Package includes: 
 
1 x ZX7-200 IGBT DC Inverter
1 x Full set of accessories including manual, earth& positive cable, earth and electrode holders, 

	[image: Image result for portable arc welding machine]
	

	109
	3 Phase extension cord
	
	
	

	110
	Hand Gloves  welding
	
	
	

	111
	Gas welding Goggle 
	
	
	

	112
	Denting file
	
	
	

	113
	Trim hammer
	
	
	

	114
	Fairmount body hammer
	
	
	

	115
	Round crown hammer
	
	
	

	116
	Rubber hammer
	
	
	

	117
	Solid brass hammer
	
	
	

	118
	Wooden mallets
	
	
	

	119
	Ear plug
	
	
	

	120
	Welding face shield glass
	
	
	

	121
	Shears
	
	
	

	122
	Dolly set
	
	
	

	123
	Mallets
	
	
	

	124
	Shaping chisel
	
	
	

	125
	Denting files
	
	
	

	126
	Panel cutter large
	
	
	

	127
	Snips
	
	
	

	128
	Painting spray gun
	
	
	

	129
	Painting ladders
	
	
	

	130
	Paint measuring jar
	
	
	

	131
	Paint mixing starriness
	
	
	

	132
	Painting air pressure gauge
	
	
	

	133
	Sanding machine
	
	
	

	134
	Plastic spray gun
	
	
	

	
135
	Hose pipe clamp
	
	[image: ]
	

	136
	Digital multi meter
	
	
	

	137
	Plastic bumper blower
	
	[image: ]
	

	138
	Car dent puller
	
	[image: ]
	

	139
	Electric spray gun
	
	[image: ]
	

	140
	Sanding machine
	
	[image: ]
	

	141
	Mechanical Outside Micrometer 
	Range: 50 - 75mm
Maximum Permissible Error J MPE: ±2 µm
Measuring spindle: With spindle lock, ø6,35 mm (≤300 mm) ø 8 mm (>300 mm) , spindle pitch 0,5 mm
Scale: Thimble and sleeve satin chrome finish, ø18 mm
Digital/Analog: Analog
Inch-Metric: Metric
	
	

	142
	Mechanical Venire caliper
	Accuracy:0.02mm or 0.001” Least Count
Range:0-150/200/300/500/600mm
Material: High carbon steel
Measures OD, ID, Step and Depth
Accuracy as per DIN 862
Supplied in a sleek plastic box
	
	

	143
	Valve spring tension tester
	Measures springs up to 2.000 inches OD
Will accept up to 4.500 inches tall springs
Only sure way to check valve spring pressure
Calibrated test spring also available
	
	

	144
	Heavy duty grease gun
	DESIGN: High pressure grease pump designed for automotive and machinery
MADE: In Built 8 Kg steel grease bucket; with 2 m long high pressure grease hose and coupler; develops up to 8,000 psi pressure
HOSE: Comes complete with 2 m long high pressure grease hose and coupler
PACKAGE CONTAINS: It includes 1 high Pressure Bucket Grease Pump with 8 kg Grease Bucket





	
	

	145
	Soldering Iron
	25 W soldering iron with rubber sleeve handle. 
5.5 feet long cord, with a 3-wire grounded plug for added safety.
Deluxe stand with metal base and a flexible coil that securely holds the hot soldering iron. The stand with a sponge that fits neatly in the base
	
	

	146
	Multifunction Crimping Pliers Wire 


	Suitable Terminals & Crimping Range of Wire Crimper:  Terminals 24-14 AWG (0.25-2.5mm⊃2 ;), 24-10 AWG (0.25-6.0mm⊃2;), 28-18 AWG (0.1-1.0mm⊃2;).

Dimension: 30 * 25mm / 1.18 * 0.98in (Approx. ).
Max Thickness: JX-1601-01: 9mm/0.35".

Min Thickness: 4mm/0.16".
(Multifunction Crimping Pliers Wire Clip Pliers Cutter Cable Wire Stripper Ratcheting Terminals Crimper Jaw Molds Clamp Tool Kits)

	
	

	147
	Tools Kit set
	SET: 110-piece Measurements (mm): 793 x 430 x 90
INCLUDE BOX 1/4 ″: 
(11) Dice: 4, 5, 6, 7, 8, 9, 10, 11, 12, 13, 14 mm 
(1) Ratchet with Quick Disconnect 
SET: 110-piece Measurements (mm): 793 x 430 x SET: 110-piece Measurements (mm): 793 x 430 x (1) Flexible Extension: 150mm 
(2) Extensions: 50mm and 100mm 
(1) Universal Board 1/2 ″: 
(15) Dice: 10, 11, 12, 13, 14, 15, 17, 18, 19, 20, 21, 22, 23, 24, 27 mm 
(2) Extensions: 125mm and 250mm 
(1) 3 Way Adapter 
(1) Universal Board 
(2) Spark Plug Dice: 16mm and 21mm 
(1) Ratchet Tip Adapter 
(8) Allen keys 
(2) Flat Screwdrivers 
(2) Phillips screwdrivers 


(11) Combination Wrenches: 8, 9, 10, 11, 12, 13, 14, 15, 16, 17, 18, 19 mm 
(38) Assorted Tips 
(2) Tip Adapter 
(1) Diagonal Cutting Pliers 6 ″ 
(1) Long Tip Pliers 8 ″ 
(1) Parrot Peak 10 ″
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